SMART DOOR LOCK

Broken Bridge Aluminum Door Lock

- User Manual -

Please read the Manual carefully before installation.
Please properly keep the Manual for future reference.
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1. Technical Parameter

Product Name

Fingerprint door lock

Main Material

304 stainless steel

Color

Silver/ Black/ Red bronze/ Gold

Unlock Way

Fingerprint/ Card/ Password/ Key/ Tuya app(optional)

Cylinder

C-class cylinder

Capacity

100 fingerprints/ 200 cards/ 1group code

Language

English

Battery

4 pcs AA Alkaline Batteries

Emergency Power

Micro-USB portable charger

Power Consumption

Static Current: <20pA; Dynamic Current:<200mA

Working Temperature

-30°C - +60°C

Working Humidity

20% - 92%

Door Type

Aluminum glass door/ wooden door/ metal door

Door Thickness

35mm-100mm

Power Consumption

Static Current: <20pA; Dynamic Current:<200mA

Certification

CE RoHS FCC

2. Accessories
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Name

Strike plate

Mortise

self-tapping screw

3mm Allen key

4mm Allen key

Cylinder

cylinder screw

key

WiRr(R|(R|[R|s|R|[R

V|l N|joajun|r|lw[N|F

Mounting nut
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Mounting screw
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Spindle

Card
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3. Installation

Step-01: Adjust the latch bolt of mortise - Install the mortise

a. Drill holes and grooves in the door according to the installing holes drawing.

b. Adjust the latch bolt of the mortise in the correct direction base on the opening direction of the door.
c. Install the cylinder.(188P/550/650/650D)

Step-02: Adjust the handle direction - Prepare the front panel

a. Adjust the handle direction with Allen key and long mounting screw.

b. Use portable grinder to cut the square axis into suitable length according to the thickness of the door, and
then insert it in the square hole of the front panel. The regular length of the spindle is 25mm-30mm longer
than the thickness of the door.

c. Fix the mounting nut the front panel.

Step-03: Install the panels on the door - Install the batteries

a.Put the spindle of the front panel in the square hole of the mortise .

b.Connect the cable between the front panel and the back panel.

c.Adjust the position between the lock and door and tighten the mounting screws.
d. Remove the battery box screw and pull the it out.

e. Put the batteries in the power box in correct position and fix it back.

Step-04: Reset the lock - Set the open direction of the handle

a. Press the reset button until hear 10 times “bi” , when the screen display “Attention!! Factory
Set??#Confirm” press “#” to clear all the user information of the lock.

c. After it return to the factory mode, the screen display “DIR: Right 1. Left 2. Right *.Return” , please
confirm the direction of the handle and exit the settings.

Step-05: Test
Use Fingermprint/card/password/mechanical key to open the door

Step-01 Adjust latch bolt - install the mortise
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Step-02 Adjust the handle direction - prepare the front panel
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a.Loosen the screw to b.Turn the latch bolt to c.Drill the door hole and install
proper distance. But the correct direction and strike plate and mortise.

don't unscrew it tighten the screw.

completely.
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Step-03 install the panels on the door - Install the batteries

Reset button

Remove

the screw
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Step-04 Reset the lock - set the open direction fo the handle

Press the reset button for
10 seconds, press"#" to
clear all the information of
the lock
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Select the handle
direction:

"1": Left

"2": Right
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Left side open

Right side open
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Connect
the cable
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Connect
the cable

3. Installation-A/B
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Connect
the cable
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Connect
the cable

Reset bution

3. Installation-C/D
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Connect
the cable
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Connect
the cable

3. Installation-E/F
Reset button




3. Installation-G 4. System Functions

G
1. Reset the lock(Factory mode) and select handle direction;

Battery box

&

2. Enter the setting and identify administrator;
©ﬂ© 3. Add Administrator and user;

Reset 4. Delete user;

button

5. Change identify mode and connect Tuya app;

6. Normal open mode;

7. Product serial number;

Connect
the cable

1.1. Press the reset button, after hear 10 times” bi...bi...bi...bi...bi----bi...bi...bi...bi...bi” ,
release the button, the screen displays “Attention!! Factory Set??#Confirm” . Press “#” to

”

A\ 1. Reset the lock(Factory mode) and select handle direction,;
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clear all the settings. After seeing “Clearing....” , wait until it displays “Success” .

1.2. After it return to factory mode, the screen displays “DIR: Right 1. Left 2. Right *.Return” ,
please confirm the direction of the handle and exit thg settin s.

ATT: The factory mode password is “123456” and any fingerprints can open the lock.
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2. Enter the setting and identify administrator;

2.1. Activate the keyboard, press the random number. And then keep pressing "#" for 5 seconds, identify administrator
fingerprint, release the button and the screen displays “1.Add 2. Del 3. Mode 4. N-Open 5. Info” .

2.2. Press the reset button, after hear 5 times  “bi...bi...bi...bi...bi"” , release the button and identify the administrator
fingerprint,and the screen displays “1.Add 2. Del 3. Mode 4. N-Open 5. Info” .

ATT: The first 3 fingerprints that are registered are the administrator fingerprints. The system needs to verify the
administrator fingerprint after them have been registered.

1.Add 4.N-Open
Identify Admin 2.Del 5.Info
3.Mode
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3. Add Administrator and user;

3.1. Add administrator fingerprint and user fingerprint

3.1.1. Select “1” , enter the registration interface, “Pls Add User, Finger/Card /Code” .

3.1.2. Put the same fingerprint on the fingerprint reader for 3 times, “Usable ID : 099, ID: 001, Put
Finger” . When it displays “Usable ID : 099, ID: 001, Add Success!” , the fingerprint has been
registered.

3.1.3. After that you can keep adding fingerprint without exit the system. Select “*” to exit.
3.2.Add ID card

3.2.1.8elect “1” , enter the registration interface, “Pls Add User, Finger/Card /Code” .
3.2.2.Put IC card on the sensor area, when it displays “Usable ID : 199, CID: 001” , ID card has
beenregistered.

3.2.3.After that you can keep adding cards without exit the system. Select “ % ” to exit.

3.3.Add password

3.3.1.Select “1” , enter the registration interface, “Pls Add User, Finger/Card /Code” .
3.3.2.Press any number on the panel, the screen will displays “Pls Input Code:” , And then enter
the code and select “#” to confirm.

3.3.3. “Pls Input Again” , input the same code again and select “#” to confirm, until it

display “Success!” . Select “*” to exit.

ATT: The number of password is 6-12 digits. The capacity of the code is only one group. If you
keep adding the new code, the new one will replace the old one automatically.

Usable ID: 099
ID: 001 Add Success!
Put Finger

1.Add 4.N-Open Pls Add User Usable ID: 199

g.thildes.lnfo Finger/Card/Code | | CID: 001 Add Successl|
: *Retumn

Pls Input Code: Pls Input Again

Add Success!
*Retumn *Return

4 Delete user;

4.1. Del user fingerprint

4.1.1. Select “2” , enter the Del interface, “1.Del Finger, 2. Del Card, 3. Del Code” .
4.1.2. Select “1” , choose the number of the fingerprint which start from “ID 004” and delete it .
ATT: The administrator fingerprint cannot be deleted, unless reset the system.

4.2. Del ID card

4.2.1. Select “2” , enter the Del interface, “1.Del Finger, 2. Del Card, 3. Del Code” .
4.2.2. Select “2” , choose the number of the card and delete it or delete all the cards.
4.3. Del password

4.3.1. Select “2” , enter the Del interface, “1.Del Finger, 2. Del Card, 3. Del Code” .
4.3.2. Select “3” , delete the code.

ID:004

*Return 1A 2v

Del Success!

1.Del Finger .
2.Del Card 1.Del by ID 1D:001

3.Del Code 2.Clear Card ID Del Successl|
*Retum *Retumn *Retum 14 2v

1.Add 4.N-Open
2.Del 5.Info
3.Mode

Del Code?
#Confirm Del Success!
*Return

jktech.co

5. Change identify mode and connect Tuya app;

5.1. Select “3” , enter the Mode interface, “1. Normal Mode, 2. Double Finger, 3. Finger +

Code, 4.NET
Select “1”
Select “2”
Select “3”
Select “4”

CONNECT” .

: open the lock with one fingerprint or one ID card or code. (Standard mode)
: open the lock with double fingerprints mode.

: open the lock with one fingerprint + one code mode.

: NET CONNECT- Tuya app

Set OK!

1.Add 4.N-Open
2.Del 5.Info
3.Mode

1.Normal Mode
2.Double Finger
3.Finger + Code
4.NET SET

NET CONNECT. ..

6. Normal open mode;

6.1. Select “4” , “Attention!! Normal open” .
ATT: After choosing this mode, the lock will keep open until you enter fingerprint or ID card

or code toret

urn to the normal mode.

1.Add 4.N-Open
2.Del 5.Info
3.Mode

Attention!!
Set Normal Open

7. Product serial number;

7.1. Select “

5” , system version and SN.

1.Add 4.N-Open
2.Del 5.Info
3.Mode

Ver: 67
Sn: 3506780985




